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WATER STORAGE AREA

pavement by CCS

KEY

access and parking areas:

black tarmac

main access and crossover:

contrasting red pavers

boundaries to be mixed hedging to provide cover and

berries for birds: hawthorn, blackthorn, prunus spinosa

and holly

boundary trees : rowan (sorbus aucuparia), oak

(Quercus Robur), Aspen (Populus Tremula), 

Silver Birch (Betula Pendula), Wild Cherry 

(Prunus Avium), Field Maple (Acer Campestre)

grass seeding planting: species-poor mix 

e.g Emmersgate EM4 Meadow Mixture for clay soiles:

two fescue and one rye-grass cultivar

water-storage area to have gentle sloping banks

<1.5 angle; maximise shallow areas; only native

non-invasive shrubs provided: Cotoneaster (various), 

Euphorbia Amygdaloides, Ruscus Aculeatus, 

Salix Herbacea, Sorbus Anglica ; north side left

unshaded and open: 

grassed area

grassed area

grassed area

grassed area

access and parking areas:

black tarmac

access and parking areas:

black tarmac
grass turf: 'Medallion' supplied by Rowlawn, or equal

Detailed planting schedules, soil additives, 

muches and spacings to be determined on 

site by specialist landscaping contractors

pavement areas to match existing

concrete paving slabs


